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H60 Linear lighting system
H60 linear light system looks simple but unique. It uses a combination of 

lines and materials to express a simple aesthetic feeling and is a beautiful 

landscape both in the home space and commercial space.
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"0" light 
leakage
The full edge-covered design avoids light leakage. 
So there is no any light leakage at the connection point, 
end cap, corner edge

Inspiration

“0" 
light leakage

10 seconds fast

&

Inspiration

die-casting aluminum
end cap

customize YOUR logo ON IT ! 



Inspiration

Flexible diffuser ,25m/roll

More than perfect !



InspirationInspiration

Magnetic 
Top Cover

Easy to install and maintain
Shape it as you want 
Full  range corners



Suspended Track mountedSurface mountedWall mounted

Full range installation ways

InspirationInspiration

3000K 5700K4000K

UNLIMITED CONTROL
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Explosion diagram 
and optional accessories

Powerful System Ability

The full edge-covered design avoids light leakage. No visible 

screws end caps, and no tools are needed to install and uninstall.

The H60 system allows for unique angles and designs to be 

created with ease, limited only by your imagination.

H60 achieves seamless lighting around corners, angles, and bends 

with the complete light leakage prevention design using Litofis's 

clever end caps and fast connector.

Wago fast connectors make assembly fast and easy in under 10 

seconds.
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fast connection kits

& light leakage prevention kits

Magnet

End cap

F ast connection kit 

S TART

Magnetic 

Top cover

MIDDLE

END

& light leakage prevention kit

LED module

Magnetic 

Top  cover

Profile

Diffuser

Tool free 

removable end cap

82mm

58mm

Micro-prismatic diffuser



RXXX

3000K=30

4000K=40

5700K=57

RA80=8

RA90=9

DAL

Non-dimmable=NON

0565-2455

CRI

D

Wide Rang Options

H60S-2245R840-BHO-NON-DO-D-720W

H60 Suspended,2245mm long,RA80,4000K,black housing, opal diffuser,non dimmable,direction,single light,72W

DALI DT8 = DT8H
6
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“0" 
light leakage

Link

10 seconds link

&
mm70

70/step

H60

P=Track mounted
W=Wall mounted
C=Surface mounted

S=Suspension

Round Edge Corner=R090

Direction&indirection = DI

Indirection only = IO

H60 is a minimalistic linear luminaire suitable for surface mounted, wall mounted,track 

mounted, direction suspended,direction&indirection suspended.
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Opal direction Opal direction
&Indirection

MPR direction MPR direction
&Indirection



OSRAM
LED

OSRAM
Driver

OSRAM
LED

OSRAM
Driver

Item Length
Section

size
Link Voltage Power

System

Efficacy
Color Optics LEDs CCT CRI

Color

consistency
UGR Driver Control

H60-1405 1405mm W58xH82mm
single light /

linkable
220-240VAC 26-45W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-1475 1475mm W58xH82mm
single light /

linkable
220-240VAC 27-47.5W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-1545 1545mm W58xH82mm
single light /

linkable
220-240VAC 28-49.5W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-1615 1615mm W58xH82mm
single light /

linkable
220-240VAC 29.5-52W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

Item Length
Section

size
Link Voltage Power

System

Efficacy
Color Optics LEDs CCT CRI

Color

consistency
UGR Driver Control

H60-1685 1685mm W58xH82mm
single light /

linkable
220-240VAC 31-54W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or

 

TW

 

3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-1755 1755mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 32-56.5W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or

 

TW

 

3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-1825 1825mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC

33.5-

58.5W
115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or

 

TW

 

3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-1895 1895mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 35-61W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or

 

TW

 

3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

Item Length
Section

 

size
Link Voltage Power

System

 

Efficacy
Color Optics LEDs CCT CRI

Color

consistency
UGR Driver Control

H60-1965 1965mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 36-63W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or

 

TW

 

3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-2035 2035mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC

37.5-

65.5W
115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or

 

TW

 

3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-2105 2105mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 39-67.5W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or

 

TW

 

3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-2175 2175mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 40-70W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or

 

TW

 

3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

 

 

Item Length
Section

size
Link Voltage Power

System

Efficacy
Color Optics LEDs CCT CRI

Color

consistency
UGR Driver Control

H60-565 565mm W58xH82mm
single light /

linkable
220-240VAC 10-18W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

H60-635 635mm W58xH82mm
single light /

linkable
220-240VAC

11.5-

20.5W
115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

H60-705 705mm W58xH82mm
single light /

linkable
220-240VAC 13-22.5W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

H60-775 775mm W58xH82mm
single light /

linkable
220-240VAC 14-25W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

Item Length
Section

size
Link Voltage Power

System

Efficacy
Color Optics LEDs CCT CRI

Color

consistency
UGR Driver Control

H60-845 845mm W58xH82mm
single light /

linkable
220-240VAC 15.5-29W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON

ON

-

-

OFF/DALI

OFF/DALI

2

2

/DALI

/DALI

DT8(tunable

DT8(tunable

white)

white)

H60-915 915mm W58xH82mm
single light /

linkable
220-240VAC 17-29.5W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON

ON

-

-

OFF/DALI

OFF/DALI

2

2

/DALI

/DALI

DT8(tunable

DT8(tunable

white)

white)

H60-985 985mm W58xH82mm
single light /

linkable
220-240VAC 18-31.5W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON

ON

-

-

OFF/DALI

OFF/DALI

2

2

/DALI

/DALI

DT8(tunable

DT8(tunable

white)

white)

H60-1055 1055mm W58xH82mm
single light /

linkable
220-240VAC 19.5-34W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON

ON

-

-

OFF/DALI

OFF/DALI

2

2

/DALI

/DALI

DT8(tunable

DT8(tunable

white)

white)

Item Length
Section

size
Link Voltage Power

System

Efficacy
Color Optics LEDs CCT CRI

Color

consistency
UGR Driver Control

H60-1125 1125mm W58xH82mm
single light /

linkable
220-240VAC 20.5-36W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-1195 1195mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 22-38.5W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or

 

TW

 

3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-1265 1265mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 23-40.5W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or

 

TW

 

3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-1335 1335mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 24.5-43W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or

 

TW

 

3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)
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OSRAM
LED

OSRAM
Driver

Item Length
Section

size
Link Voltage Power

System

Efficacy
Color Optics LEDs CCT CRI

Color

consistency
UGR Driver Control

H60-2245 2245mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 41-72W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or

 

TW

 

3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-2315 2315mm W58xH82mm
single

 
light

 
/

 

linkable
220-240VAC 42.5-53W 115lm/w White/Black/Silver

 
grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or
 

TW
 

3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-2385 2385mm W58xH82mm
single light /

linkable
220-240VAC 44-55W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-2455 2455mm W58xH82mm
single light /

linkable
220-240VAC 45.5-57W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

 
  

  

   
 

 

  
  

    Item Length
Section

size
Link Voltage Power

System

Efficacy
Color Optics LEDs CCT CRI

Color

consistency
UGR Driver Control

H60-L090 295x295mm W58xH82mm
single light /

linkable
220-240VAC 10-18W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-L120 305x305mm W58xH82mm
single light /

linkable
220-240VAC 10-18W 115lm/w White/Black/Silver grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

or TW 3000K-5700K
CRI>80 / CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-L060 305x305mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 10-18W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

 

or

 

TW

 

3000K-5700K
CRI>80

 

/

 

CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-L150 305x305mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 10-18W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

 

or

 

TW

 

3000K-5700K
CRI>80

 

/

 

CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

Item Length
Section

 

size
Link Voltage Power

System

 

Efficacy
Color Optics LEDs CCT CRI

Color

consistency
UGR Driver Control

H60-T090 531x295mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 15.5-29W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

 

or

 

TW

 

3000K-5700K
CRI>80

 

/

 

CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-Y120 322mm/Arm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 15.5-29W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

 

or

 

TW

 

3000K-5700K
CRI>80

 

/

 

CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

Item Length
Section

 

size
Link Voltage Power

System

 

Efficacy
Color Optics LEDs CCT CRI

Color

consistency
UGR Driver Control

H60-C090 531x531mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 20.5-36W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

 

or

 

TW

 

3000K-5700K
CRI>80

 

/

 

CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

H60-C060 531x531mm W58xH82mm
single

 
light

 
/

 

linkable
220-240VAC 20.5-36W 115lm/w White/Black/Silver

 
grey

Opal/Micro-

prismatic
Osram

3000K/4000K/5700K
 

or
 

TW
 

3000K-5700K
CRI>80

 
/

 
CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)
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Item Length
Section

size
Link Voltage Power

System

Efficacy
Color Optics LEDs CCT CRI

Color

consistency
UGR Driver Control

H60-R090 520x520mm W58xH82mm
single

 

light

 

/

 

linkable
220-240VAC 20.5-36W 115lm/w White/Black/Silver

 

grey
Opal/Micro-

prismatic
Osram

3000K/4000K/5700K

 

or

 

TW

 

3000K-5700K
CRI>80

 

/

 

CRI>90 MacAdam step 3 UGR<22/UGR<19 Osram

ON-OFF/DALI 2

/DALI DT8(tunable

white)

Specification of different length and current

OSRAM
LED

OSRAM
DriverH60

System

520mm

R400mm

520mm

*Lumen is based on completed linear light.

(modules are in the profile, and covered by diffuser)

*There might be 5% torrance of Power ,

due to the Vf value of Osram LEDs changing while the current changing.

*Options:

-Presence and light sensors

-Emergency: 1h or 3h

-2700k or other CCT

-100-277VAC

*The length mentioned above means the profile length without the end cap,

  for general version,each end cap is 3mm long;

There may be differences in the dimensions for dimmable and non-dimmable corners,the 

dimensions in the parameter table are for the non-dimmable version
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